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CERTIFICATE OF ANALYSIS 
Report No : 024/MH/IV/2025 

 

Product : SAPETRO SF - 05 

Based on testing result and shore tank analysis conducted by Engineering & Development Laboratory of PT. 

Pertamina (PERSERO) Refinery Unit V Balikpapan which was released on 03 April 2025, the product has the 

following specifications: 
 

No Parameter Unit    Method 
Specification 

  Result 
Min Max 

1 Density at 15 ℃ Kg/l ASTM D1298 800 835 8161 

2 Flash Point PMCC ℃ ASTM D93 85 - 94 

3 Viscosity Kinematic at 40°C mm2/s ASTM D445 3.0 3.7 3.160 

4 Distillation   

                               

ASTM D86 

 

5 IBP ℃ 195  208 

 FBP ℃ ASTM D86  304 434 

6 Pour Point ℃ ASTM D97-17b - 3 -9 

7 Aniline Point ℃ ASTM D611 85 - 92 

8 Colour ASTM - ASTM D1500 - 1.5 0.1 

9 Copper Strip Class ASTM D130-19 Class I Class I 

 10 Sulfur Content ppm ASTM D4294 - 40 37.8 

11 Appearance - VISUAL Thin Yellowish 
Thin Yellowish 

 
We hereby certify that the above goods have been inspected before shipment and found in good condition. 
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